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Abstract: Because more people are moving to cities, tall structures generally don't have enough room. Wind gusts may 

impact the structure from any side. These gusts might affect the building from any side. These gusts have had an 

influence on the structure in both directions during the previous several years. The goal of these designs is to make the 

projects they work on seem better. Because the floor height changes, the structure's rigidity is not the same at the level 

of the soft story. Changes in the floor's height lead to this happening. Even if winds reveal this break, it might still cause 

structures to The goal of this work was to do a static analysis of three-dimensional building frames that included G+7 

stories, hanging columns, and soft-story parts. parts. The remaining sixty-four instances have hanging columns on one 

level, and the soft story goes straight from the ground (G) story to the G+7 floor. Eight of the cases have a center. 

Hanging columns on any one of the floors, whereas sixty-four of the other instances feature Hanging columns at a 

specified level. This case looks at a total of seventy-three cases. Moreover, we create a simple example in which neither 

the stories nor any of the columns float, in accordance with the previously mentioned constraints. Along with the 

constraints already mentioned, we make a basic example where neither the floors nor any of the columns float. To get 

the look we wanted, we changed the heights of the floors. We used the maximum node displacements (resultant), 

maximum moments, maximum shear force, maximum axial force, and maximum storey drift to do the study. To get 

technical conclusions, it is required to analyze the results. 

Keyword: Hanging columns, G+7 storey, maximum node displacements (resultant), maximum moments, maximum 

shear force, maximum axial force, and maximum storey drift. 

 

I. INTRODUCTION 

 
The most fundamental factor that differentiates the design of high-rise structures from low- to medium- rise buildings is 

the potential lateral loading from wind or earthquakes. However, this is not the only factor that causes these differences. 

This situation arises due to the transfer of lateral loads by wind and earthquakes. To be more specific, this is because 

high-rise structures are built to withstand higher heights than other types of buildings. Wind loads have a minimal 

influence on the design of buildings that are up to about ten stories tall and have proportions that are typical of the 

structure. There are certain exceptions to this rule. However, when elevating the building to a height exceeding this 

limit, the structural sections' size will increase, necessitating structural reorganization to withstand wind loads. This is 

because the structural sections will expand from their original size. Towering building structures are more likely to 

deflect and wobble in response to wind loads. This is because tall buildings are more efficient and lighter than other 

buildings. 

 

The main objective of this work is to analyze the building frames with Hangingcolumns and soft storeys under wind 

loads. The structures, under which conditions are relatively more secure, is to be determined. The building frames are 

analyzed using software STAAD.Pro. Following are the considerations on basis of which we will analyze the results- 

1. Maximum node displacements, 

2. Maximum moments. 

3. Maximum shear force, Maximum axial force, and Maximum storey drift. 

https://ijerst.org/index.php/ijerst


 ISSN 2319-5991 
 

 

Vol. 22, No. 2(1), 2026                                   https://ijerst.org/index.php/ijerst                              1879 

The main objective of this study is to compare seismic response of G+20 structure modelled with and without FC having 

construction sequence analysis (CSA) method in combination with the seismic load analysis in different zones. Under 

seismic Zone III, investigates the behaviour of multi-story buildings with and without FCs. Storey drift, displacement, and 

storey shear are discovered using the response spectrum approach. The Hanging column structure is more vulnerable to 

movement than a standard column structure In every scenario, displacement rises from lower to higher storeys.  

 

It is often expected that the load will be transferred to the ground by way of a column, which is a vertical component that 

begins at the level of the foundation. The term "Hanging column" refers to a vertical component that is supported by a 

beam, which is a component that is oriented horizontally relative to the vertical component. The lowest level of the 

vertical element is where you will find this beam. The load transmission channel is interrupted in buildings that feature 

columns that hang or float on beams at an intermediate level and do not run all the way to the foundation. These kinds of 

buildings are referred to as multi-story buildings. The reason behind this is that the beams are unable to reach the base 

during construction. A soft storey, which is also sometimes referred to as a weak storey, is a storey that has a much lower 

resistance, or stiffness, than the stories that are positioned above or below it in the context of a structure. using STAAD Pro, 

analyze the structural model under various wind load scenarios, comparing the results for both scenarios to assess the 

impact of Hanging columns on wind resistance and structural performance. 

 

To predict the wind evaluation of a multi-story building with and without Hanging columns  

 

Fig 1: Hanging building 

 

II. METHODOLOGY 

 Group 1: In this group only a normal case of G+7 storey has been analyzed. Normal case in which neither Hanging 

columns are present nor any soft storey is present. Height of buildings is 24 m. 

 Group 2: In this group, buildings in which only a particular storey level has Hanging columns. No soft storey at 

any level in any case of this group. Height of buildings is 24 m. 

 Group 3: In this group, buildings in which a particular storey has Hanging columns with soft storey being varied 

from ground storey to G+7 storey level. Height of buildings is 25 m. 

 

A. Wind load 

Towering building structures are more likely to deflect and wobble in response to wind loads. This is because tall 

buildings are more efficient and lighter than other buildings. Because of this increased possibility, wind loads are more 

likely to occur. 

We use a restricted time frame of around three seconds to determine the fundamental wind speed, which is based on the 

peak gust velocity that averages over a period of three seconds. 

  

Vz=Vb ×k1 ×k2 × k3 

Where, k1 = risk coefficient 
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k2= terrain, height and structure size factor k3 =topography factor 

To calculate the design wind pressure at any height higher than the mean ground level, use the following link between 

wind pressure and wind velocity.This link refers to the relationship between wind pressure and wind velocity. 

Pz =0.6 (Vz)
2 

B. Structural modelling 

STAAD. Pro serves as a software package for structural modelling and analysis. The arrangement shown in Figure 1, 

measuring 72 square metres (12 m × 6 m), is universally suitable for all cases of Group 1, Group 2, and Group 3. Figure 2, 

3, 4, and 5 show several models for creating frames tailored to different groups. 

 

III. RESULTS AND DISCUSSIONS 
 Wind pressures are influenced by structural height and configuration. 

 Results indicate significant differences based on column placement. 

 Hanging columns cause notable structural robustness variations. 

 Future studies on buckling effects and wind load variations are recommended. 

Group 1 

Table 1: Group 1 behavior 

Group 2 

Fig 3: Group 1 building 

Table 2: Group 2 building 
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Fig 4: Group 2 Buildings 

 
 

Group3 

Table 3: Group 3 Building 

 

 
Fig 5: Group 3 building 

C. Maximum storey drift   
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Fig 6: Storey Drift 

IV. CONCLUSIONS 

 The analysis emphasizes the importance of considering wind loads when designing high-rise G+7 buildings 

with and without Hanging columns. The use of advanced modeling techniques aids in better understanding 

and mitigating potential risks . 

 When Hanging columns are present at the highest level of a building that contains non- soft floors, the 

structures produce the greatest nodal displacement. This is because Hanging columns give the building a 

more rigid appearance. 

 The Hanging columns are the ones responsible for the most nodal displacement, which explains why this is 

the case.Wind loads exert an influence, leading to a concentration of larger drift values up to the G+7 story 

level. This is due to the impact that wind loads have on the structure. 

 Providing good floor space index but risky & vulnerability of the building increases. 

 We can conclude that wind loads have the greatest potential to cause storey drift based on the assumption 

that Hanging columns and soft storey are both located at the G+2 storey level. 

 Wind loads exert an influence, leading to a concentration of larger drift values up to the G+4 story level. This 

is due to the impact that wind loads have on the structure 
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